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Amphenol Connector Backshell Strain Relief Isolation Tape/Bushing
500°F / 260°C:  FlameShield™ Silicone Rubber Isolation Tape
High Temperature, Heat & Flame Resistant

 Suitable for all Amphenol round and flat backshell strain relief clamps.
 Equivalent to Garmin 249-00114-00 tape for aviation use.
 Self-bonds / self fuses / self amalgamating.  No sticky residue or adhesive when removed.  Starts fusing upon 

contact, fully bonded within hours.  Excellent cold weather performance.  Makes an excellent compression tape.  
Used to protect wiring at the backshell clamp from clamping damage. Also provides equalization of strain relief.

 Used to build up the diameter of the wire bundle so that the cable clamp on the backshell will hold the wires in 
situations where too few wires would have resulted in the clamp not contacting the wires, resulting in strain on 
the connector's internal pins.

 Meets all Mil-I-46852 / AA59163 and other proprietary electrical and mechanical specifications.  Available as 
Class 1 Type I and Type II or Class 2 tape Type I and Type II.  (Class 1 is inch-pound specification, Class 2 is 
millimetre-kg specification)

 Available in Oxide-Red, Black.  A supported re-enforced version is available.  Tape thickness includes .020", 
.030” and .040".  Widths include 0.5", 0.75", 1.00", 1.50", 2.00”.  Available in Rectangular (Type I) and Triangular
(Type II) profiles.  Certification available.

Amphenol Connector Backshell Strain Relief Isolation Tape

Meets MIL-I-46852 / A-A-59163 / ABS 5334 Specifications - Type I and Type II

Part Number
Tape Width
Inches / mm

Thickness
inches / mm

Color / Type / Profile
Single Roll

Price Per Roll

T-SR-AMPHENOL-08-RB-20 1/2  /  12.7 0.020  /  0.508 Black / I / Rectangular $ 29.37

T-SR-AMPHENOL-08-RX-30 1/2  /  12.7 0.030  /  0.760 Black or Red  /  I  /  Rectangular $ 37.16

T-SR-AMPHENOL-10-RB-20 5/8 / 15.7 0.020  /  0.508 Black / I / Rectangular $ 30.17

T-SR-AMPHENOL-12-RB-20 3/4  /  19 0.020  /  0.508 Black /  I  /  Rectangular $ 31.96

T-SR-AMPHENOL-16-TX-20 1  /  25.4 0.020  /  0.508 Black or Red  /  II / Triangular $ 33.80

T-SR-AMPHENOL-16-RX-20 1  /  25.4 0.020  /  0.508 Black or Red  /  I / Rectangular $ 34.71

T-SR-AMPHENOL-16-TX-40 1  /  25.4 0.040  /  1.000 Black or Red  /  II / Triangular $ 37.91

T-SR-AMPHENOL-16-RX-40 1  /  25.4 0.040  /  1.000 Black or Red  /  I / Rectangular $ 39.64

T-SR-AMPHENOL-24-RX-20 1 ½  /  38.1 0.020  /  0.508 Black or Red  /  I / Rectangular $ 48.77

T-SR-AMPHENOL-24-RX-12 1 ½  /  38.1 0.012  /  0.304 Black or Red  /  I / Rectangular $ 38.47

Guideline Color on Triangular Tapes Only: .020" = blue / .030” = white / .040" = green

 Standard roll length is 36 feet / 12 Yards / 10.9 Metres; other lengths available.
 For the X value (color code): O = Oxide-Red, B = Black


