
High Temperature, Heat, Flame, Fire, Molten Metal & Weld Splatter Protection Materials
Fax Orders: +44 (0) 1202 830 425      Telephone Orders: +44 (0) 1202 233 268      orders.abthermal@gmail.com

Page 5-2 abthermaltech.co.uk Product Catalog & Price List # 22  /  Feb 2019

Meta Aramid Nomex® Insulation Felt
450°F / 230°C PyroTection™ High Temperature Insulation and 
Protection
Heat Resistant Nomex®

 Can be used as an insulation.

 Can be used for filtration.

 Can be as a protection pad in 
hot processes to prevent 
marking of products.

 Coatings and PSA's available.

 Resin impregnated available to 
increase stiffness.

 Roll lengths up to 100metres / 
328 feet available on thinner 
materials. Shorter roll length on 
thicker materials.

These needled pads can be used as insulation or protection in hot processes to prevent 
marking of products as they exit various drying/curing ovens.

PyroTection™ Felts - High Temperature & Flame Resistant Nomex®

230°C / 450°F Operating Temperature - 400°C / 750°C decomposition temperature

Part
Number

Thickness
in / mm

Weight
oz/yd2 / g/m2

Roll Width
in / cm

Roll Length 
Yards

Price per 
yard / 
metre

Nomex® - color is off white

IM-N-F-8082-10 .080 2.0 10 339 82 208 109 £ 45.28

IM-N-F-8082-14 .080 2.0 14 474 82 208 Call

IM-N-F-11082-6.5 .110 2.8 6.5 220 82 208 109 £ 67.20

IM-N-F-16082-7.5 .160 4.1 7.5 254 82 208 Call

IM-N-F-25082-14 .250 6.3 14 474 82 208 Call

IM-N-F-50072-53 .500 12.7 53 1797 72 182 Call

With Resin Stiffener

IM-N-F-7082-14R .070 1.7 14 474 82 208 Call

IM-N-F-11082-15R .110 2.8 15 508 82 208 Call

IM-N-F-19072-28R .190 4.8 28 949 72 182 55 £ 180.37

IM-N-F-30072-53R .300 7.6 53 1797 72 182 55 £ 316.15


