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Fiberglass Knitted Rope, Premium Grade: Soft Rope
1200°F / 648°C: Very High Temperature & Heat Resistant 

This knitted rope is 
fabricated from high quality 
type E fiberglass that will 
not burn and will withstand 
continuous exposure to 
temperatures of 1200°F / 
648°C.

This material resists most 
acids and alkalis and is 
unaffected by most 
bleaches and solvents. It is 
highly flexible and 
conformable.

The base fiber is 
manufactured to the 
specifications of ASTM D-
578, ASTM committee D13, 
and subcommittee D13.18.

Meets US Coast Guard 
specification 164.009 for 
incombustible material.

A Heat Treated version of 
this product is available –
please enquire

1200°F / 648°C continuous rating, high insulation value & excellent personnel protection

Knitted Fiberglass Rope is used extensively as a seal in ovens and kiln access doors, and 
also as a high-temperature packing.

Additional Technical Specifications:  Breaking Tenacity: 1.71 gf/TEX Std and Wet.  Tensile Strength: 450,000-500,000 
psi.  Breaking Elongation: 4.81% Std and Wet. Elastic Recovery: 100%  Average Stiffness: 2824.3 cn/TEX.  Specific 
Gravity: 2.54 – 2.69. 75% tensile at 343°C.  Softens 732 – 877°C. Melts 1121-1182°C.

(continued next page)
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Fiberglass Knitted Rope, Premium Grade: Soft Rope (Continued)
1200°F / 648°C: Very High Temperature & Heat Resistant 

Very High Temperature & Heat Resistant Fiberglass Knitted Rope
Premium Grade: Soft Rope

Part Number
OD Size

inch / mm / dash#
Feet / Metres 
per Carton

Price per Carton

R-FG-KS-P-M002-01 0.062  /  1.6  /  01 2,500 / 762 £ 750.00

R-FG-KS-P-M003-02 0.125  /   3  /  -02 1,500 / 457 £ 345.00

R-FG-KS-P-M005-03 0.187  /   5  /  -03 2,500 / 762 £ 675.00

R-FG-KS-P-M006-04 0.250  /   6  /  -04 2,000 / 609 £ 600.00

R-FG-KS-P-M008-05 0.312  /   8  /  -05 1,500 / 457 £ 645.00

R-FG-KS-P-M010-06 0.375  /  10  /  -06 1,000 / 304 £ 530.00

R-FG-KS-P-M011-07 0.437  /  11  /  -07 750 / 228 £ 502.50

R-FG-KS-P-M013-08 0.500  /  13  /  -08 500 / 152 £ 415.00

R-FG-KS-P-M016-10 0.625  /  16  /  -10 450 / 137 £ 436.50

R-FG-KS-P-M019-12 0.750  /  19  /  -12 500 / 152 £ 650.00

R-FG-KS-P-M022-14 0.875  /  22  /  -14 300 / 91 £ 669.00

R-FG-KS-P-M025-16 1.000  /  25  /  -16 250 / 76 £ 657.50

R-FG-KS-P-M032-20 1.250  /  32  /  -20 175 / 38 £ 862.75

R-FG-KS-P-M038-24 1.500  /  38  /  -24 150 / 45 £ 865.50

R-FG-KS-P-M044-28 1.750  /  44  /  -28 90 / 27 £ 740.70

Please call for additional discount pricing when ordering more than 6 cartons.

This Product is NOT Available By-The-Foot – Full Carton Only
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Fiberglass Knitted Rope, Premium Grade: Dense Rope
1200°F / 648°C: Very High Temperature & Heat Resistant 

This knitted rope is 
fabricated from high quality 
type E fiberglass that will 
not burn and will withstand 
continuous exposure to 
temperatures of 1200°F / 
648°C.

This material resists most 
acids and alkalis and is 
unaffected by most 
bleaches and solvents. It is 
highly flexible and 
conformable.

The base fiber is 
manufactured to the 
specifications of ASTM D-
578, ASTM committee D13, 
and subcommittee D13.18.

Meets US Coast Guard 
specification 164.009 for 
incombustible material.

A Heat Treated version of 
this product is available –
please enquire

1200°F / 648°C continuous rating, high insulation value & excellent personnel protection

Knitted Fiberglass Rope is used extensively as a seal in ovens and kiln access doors, and 
also as a high-temperature packing.

Additional Technical Specifications:  Breaking Tenacity: 1.71 gf/TEX Std and Wet.  Tensile Strength: 450,000-500,000 
psi.  Breaking Elongation: 4.81% Std and Wet. Elastic Recovery: 100%  Average Stiffness: 2824.3 cn/TEX.  Specific 
Gravity: 2.54 – 2.69. 75% tensile at 343°C.  Softens 732 – 877°C. Melts 1121-1182°C.

(continued next page)



High Temperature, Heat, Flame, Fire, Molten Metal & Weld Splatter Protection Materials
Fax Orders: +44 (0) 1202 830 425      Telephone Orders: +44 (0) 1202 233 268      orders.abthermal@gmail.com

Page 3-16 abthermaltech.co.uk Product Catalog & Price List # 22  /  Feb 2019

Fiberglass Knitted Rope, Premium Grade: Dense Rope (Continued)
1200°F / 648°C: Very High Temperature & Heat Resistant 

Very High Temperature & Heat Resistant Fiberglass Knitted Rope
Premium Grade: Dense Rope

Part Number
OD Size

inch / mm / dash#
Feet / Metres
per Carton

Price per Carton

R-FG-KD-P-M003-02 0.125  /   3  /  -02 1,500 / 457 £ 450.00

R-FG-KD-P-M005-03 0.187 /   5  /  -03 2,500 / 762 £ 825.00

R-FG-KD-P-M006-04 0.250  /   6  /  -04 1,500 / 457 £ 600.00

R-FG-KD-P-M008-05 0.312  /   8  /  -05 1,000 / 304 £ 530.00

R-FG-KD-P-M010-06 0.375  /  10  /  -06 700 / 213 £ 511.00

R-FG-KD-P-M011-07 0.437  /  11  /  -07 600 / 182 £ 540.00

R-FG-KD-P-M013-08 0.500  /  13  /  -08 450 / 137 £ 585.00

R-FG-KD-P-M016-10 0.625  /  16  /  -10 300 / 91 £ 489.00

R-FG-KD-P-M019-12 0.750  /  19  /  -12 350 / 106 £ 665.00

R-FG-KD-P-M022-14 0.875  /  22  /  -14 225 / 68 £ 630.00

R-FG-KD-P-M025-16 1.000  /  25  /  -16 200 / 60 £ 686.00

R-FG-KD-P-M032-20 1.250  /  32  /  -20 125 / 38 £ 837.50

R-FG-KD-P-M038-24 1.500  /  38  /  -24 100 / 30 £ 903.00

R-FG-KD-P-M044-28 1.750  /  44  /  -28 80 / 24 £ 797.60

Please call for additional discount pricing when ordering more than 6 cartons.

Knitted Fiberglass Rope is used extensively as a seal in ovens and kiln access doors, and 
also as a high-temperature packing.

This Product is NOT Available By-The-Foot – Full Carton Only

Additional Technical Specifications:  Breaking Tenacity: 1.71 gf/TEX Std and Wet.  Tensile Strength: 450,000-500,000 
psi.  Breaking Elongation: 4.81% Std and Wet. Elastic Recovery: 100%  Average Stiffness: 2824.3 cn/TEX.  Specific 
Gravity: 2.54 – 2.69. 75% tensile at 343°C.  Softens 732 – 877°C. Melts 1121-1182°C.
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Fiberglass Knitted Rope, Industrial Grade: Soft Rope
1200°F / 648°C: Very High Temperature & Heat Resistant 

This knitted rope is fabricated from high quality type E 
fiberglass that will not burn and will withstand continuous 
exposure to temperatures of 1200°F / 648°C.

This material resists most acids and alkalis and is 
unaffected by most bleaches and solvents. It is highly 
flexible and conformable.

Commonly used for making gaskets on a variety of 
industrial and commercial boilers, ovens, furnaces.  Used 
as a high temperature packing for shaft seals.  Also used 
for residential wood and pellet stoves.

Other applications include a general purpose rope for 
industrial use, to suspend or hang objects or tie-off in high 
temperature environments in steel mills, aluminum and 
metals processing plants, etc.

A Heat Treated version of this product is available –
please enquire

1200°F / 648°C continuous rating, high insulation value & excellent personnel protection

Very High Temperature & Heat Resistant Fiberglass Knitted Rope
Industrial Grade: Soft Rope

Part Number
OD Size

inch / mm
Feet / Metres

per Spool
Price per

Foot / Metre

R-FG-KS-I-M002-01* 0.062  /  1.6 2,500 / 762 £ 0.36 / £ 1.18

R-FG-KS-I-M003-02 0.125  /   3 1,500 / 457 £ 0.28 / £ 0.92

R-FG-KS-I-M005-03 0.187  /   5 2,100 / 640 £ 0.29 / £ 0.95

R-FG-KS-I-M006-04 0.250  /   6 1,300 / 396 £ 0.32 / £ 1.05

R-FG-KS-I-M010-06 0.375  /  10 750 / 228 £ 0.56 / £ 1.84

R-FG-KS-I-M013-08 0.500  /  13 500 / 152 £ 1.04 / £ 3.41

R-FG-KS-I-M016-10 0.625  /  16 300 / 91 £ 1.12 / £ 3.67

R-FG-KS-I-M019-12 0.750  /  19 200 / 60 £ 1.64 / £ 5.38

R-FG-KS-I-M022-14 0.875  /  22 150 / 45 £ 2.40 / £ 7.87

R-FG-KS-I-M025-16 1.000  /  25 125 / 38 £ 3.32 / £ 10.89

R-FG-KS-I-M032-20* 1.250  /  32 85 / 25 £ 3.40 / £ 11.15

R-FG-KS-I-M038-24* 1.500  /  38 55 / 16 £ 4.20 / £ 13.77

This product is not to be used for life safety applications

This Product is Available By-The-Foot / Metre Except Where Indicated

*These items are sold in full length spools only.

Additional Technical Specifications:  Breaking Tenacity: 1.71 gf/TEX Std and Wet.  Tensile Strength: 450,000-500,000 
psi.  Breaking Elongation: 4.81% Std and Wet. Elastic Recovery: 100%  Average Stiffness: 2824.3 cn/TEX.  Specific 
Gravity: 2.54 – 2.69. 75% tensile at 343°C.  Softens 732 – 877°C. Melts 1121-1182°C.
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Fiberglass Knitted Rope, Industrial Grade: Dense Rope
1200°F / 648°C: Very High Temperature & Heat Resistant 

This knitted rope is fabricated from high quality type E 
fiberglass that will not burn and will withstand continuous 
exposure to temperatures of 1200°F / 648°C.

This material resists most acids and alkalis and is 
unaffected by most bleaches and solvents. It is highly 
flexible and conformable.

Commonly used for making gaskets on a variety of 
industrial and commercial boilers, ovens, furnaces.  Used 
as a high temperature packing for shaft seals.  Also used 
for residential wood and pellet stoves.

Other applications include a general purpose rope for 
industrial use, to suspend or hang objects or tie-off in high 
temperature environments in steel mills, aluminum and 
metals processing plants, etc.

A Heat Treated version of this product is available –
please enquire

1200°F / 648°C continuous rating, high insulation value & excellent personnel protection

Very High Temperature & Heat Resistant Fiberglass Knitted Rope
Industrial Grade: Dense Rope

Part Number
OD Size

inch / mm / dash#
Feet / Metres

per Spool
Price per

Foot / Metre

R-FG-KD-I-M003-02 0.125  /   3  /  -02 1,500 / 457 £ 0.36  /  £ 1.18

R-FG-KD-I-M005-03 0.187  /   5  /  -03 1,750 / 533 £ 0.24  /  £ 0.79

R-FG-KD-I-M006-04 0.250  /   6  /  -04 1,100 / 335 £ 0.28  /  £ 0.92

R-FG-KD-I-M010-06 0.375  /  10  /  -06 600 / 182 £ 0.52  /  £ 1.71

R-FG-KD-I-M013-08 0.500  /  13  /  -08 400 / 121 £ 0.96  /  £ 3.15

R-FG-KD-I-M016-10 0.625  /  16  /  -10 260 / 79 £ 1.04  /  £ 3.41

R-FG-KD-I-M019-12 0.750  /  19  /  -12 160 / 48 £ 1.56  /  £ 5.12

R-FG-KD-I-M022-14 0.875  /  22  /  -14 120 / 36 £ 2.20  /  £ 7.22

R-FG-KD-I-M025-16 1.000  /  25  /  -16 100 / 30 £ 3.16  /  £ 10.36

R-FG-KD-I-M032-20 * 1.250  /  32  /  -20 70 / 21 Full Spool  £ 261.10

R-FG-KD-I-M038-24 * 1.500  /  38  /  -24 55 / 16 Full Spool  £ 311.85

R-FG-KD-I-M051-32 * 2.000  /  51  /  -32 50 / 15 Full Spool  £ 685.00

R-FG-KD-I-M064-40 * 2.500  /  64  /  -40 100 / 30 Full Spool  £ 1980.00

R-FG-KD-I-M076-48 * 3.000  /  76  /  -48 100 / 30 Full Spool  £ 2960.00

R-FG-KD-I-M102-64 * 4.000  /  102  /  -64 100 / 30 Full Spool  £ 4750.00

This product is not to be used for life safety applications

This Product is Available By-The-Foot / Metre Except Where Indicated

* These items are sold in full length spools only.

Additional Technical Specifications:  Breaking Tenacity: 1.71 gf/TEX Std and Wet.  Tensile Strength: 450,000-500,000 
psi.  Breaking Elongation: 4.81% Std and Wet. Elastic Recovery: 100%  Average Stiffness: 2824.3 cn/TEX.  Specific 
Gravity: 2.54 – 2.69. 75% tensile at 343°C.  Softens 732 – 877°C. Melts 1121-1182°C.



High Temperature, Heat, Flame, Fire, Molten Metal & Weld Splatter Protection Materials
Fax Orders: +44 (0) 1202 830 425      Telephone Orders: +44 (0) 1202 233 268      orders.abthermal@gmail.com

abthermaltech.co.uk Product Catalog & Price List #22  /  Feb 2019      Page 3-19

Fiberglass Twisted Rope: Premium Grade
1200°F / 648°C: Very High Temperature & Heat Resistant 

This high temperature and heat resistant 
knitted rope is fabricated from high quality 
type E fiberglass that will not burn and will 
withstand continuous exposure to 
temperatures of 1200°F / 648°C.

This material resists most acids and alkalis 
and is unaffected by most bleaches and 
solvents. It is highly flexible and 
conformable.

A Heat Treated version of this product is 
available – please enquire

1200°F / 648°C continuous rating, high insulation value & excellent personnel protection

Very High Temperature & Heat Resistant Fiberglass Twisted Rope
Premium Grade

Part Number
OD Size

inch / mm
Feet / Metres

per Spool
Price per 

Foot / Metre

R-FG-T-M003-02 0.125  /   3  /  -02 2,525 / 769 £ 0.24 / £ 0.79

R-FG-T-M006-04 0.250  /   6  /  -04 1,275 / 388 £ 0.44 / £ 1.44

R-FG-T-M010-06 0.375  /  10  /  -06 969 / 295 £ 0.52 / £ 1.71

R-FG-T-M013-08 0.500  /  13  /  -08 523 / 159 £ 1.04 / £ 3.41

R-FG-T-M016-10 0.625  /  16  /  -10 305 / 92 £ 1.40 / £ 4.59

R-FG-T-M019-12 0.750  /  19  /  -12 168 / 51 £ 3.08 / £ 10.10

R-FG-T-M022-14 0.875  /  22  /  -14 144 / 43 £ 3.60 / £ 11.81

R-FG-T-M025-16 1.000  /  25  /  -16 114 / 34 £ 4.40 / £ 14.43

R-FG-T-M032-20 * 1.250  /  32  /  -20 50 / 15 Full Spool  £ 387.88

R-FG-T-M038-24 * 1.500  /  38  /  -24 50 / 15 Full Spool  £ 625.00

R-FG-T-M051-32 * 2.000  /  51  /  -32 27 / 8 Full Spool  £ 803.79

This Product is Available By-The-Foot Except Where Indicated

*  These items are sold in full length spools only.

Additional Technical Specifications:  Breaking Tenacity: 1.71 gf/TEX Std and Wet.  Tensile Strength: 450,000-500,000 
psi.  Breaking Elongation: 4.81% Std and Wet. Elastic Recovery: 100%  Average Stiffness: 2824.3 cn/TEX.  Specific 
Gravity: 2.54 – 2.69. 75% tensile at 343°C.  Softens 732 – 877°C. Melts 1121-1182°C.
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Fiberglass Braided Square Rope: Premium Grade
(Square Dry Packing Rope)
1200°F / 648°C: Very High Temperature & Heat Resistant 

This square braided rope is fabricated from high 
quality type E fiberglass that will not burn and will 
withstand continuous exposure to temperatures of 
1200°F / 648°C.

This material resists most acids and alkalis and is 
unaffected by most bleaches and solvents. It is 
highly flexible and conformable.

Braided square rope is often used as a square dry 
packing.

A Heat Treated version of this product is available –
please enquire

Very High Temperature & Heat Resistant Fiberglass 
Braided Square Rope - Premium Grade

Part Number
OD Size

inch / mm
Feet / Metres per Spool
Large Spool / Std Spool

Price per 
Foot / Metre

     R-FG-SQ-M006-04-X 0.250  /   6  /  -04 375 / 114 650  /  198 £ 1.60 / £ 5.25

     R-FG-SQ-M008-05 0.312  /   8  /  -05 315 / 96 N/A £ 1.87 / £ 6.13

     R-FG-SQ-M010-06-X 0.375  /  10  /  -06 285 / 86 370  /  112 £ 2.10 / £ 6.89

     R-FG-SQ-M011-07 0.437  /  11  /  -07 212 / 64 N/A £ 2.80 / £ 9.18

     R-FG-SQ-M013-08-X 0.500  /  13  /  -08 162 / 49 220  /  67 £ 3.67 / £ 12.04

     R-FG-SQ-M014-09 0.562  /  14  /  -09 127 / 38 N/A £ 4.70 / £ 15.42

     R-FG-SQ-M016-10-X 0.625  /  16  /  -10 105 / 32 160  /  48 £ 5.67 / £ 18.60

     R-FG-SQ-M019-12-X 0.750  /  19  /  -12 75 / 22.8 110  /  33 £ 7.93 / £ 26.01

     R-FG-SQ-M022-14-X 0.875  /  22  /  -14 55 / 16.7 88  /  26 £ 10.83 / £35.52

     R-FG-SQ-M025-16-X 1.000  /  25  /  -16 45 / 13.7 70  /  21 £ 13.23 / £ 43.39

     R-FG-SQ-M032-20 * 1.250  /  32  /  -20 26 / 7.9 N/A Full Spool  £ 496.60

     R-FG-SQ-M038-24-X * 1.500  /  38  /  -24 18 / 5.4 30  /  9 Full Spool  £ 496.80

     R-FG-SQ-M051-32-X * 2.000  /  51  /  -32 11 / 3.3 17  /  5 Full Spool  £ 496.43

For the “X” value: Use “L” for Large Spool and “S” for Standard Spool

This Product is Available By-The-Foot Except Where Indicated

*  These items are sold in full length spools only.

Additional Technical Specifications:  Breaking Tenacity: 1.71 gf/TEX Std and Wet.  Tensile Strength: 450,000-500,000 
psi.  Breaking Elongation: 4.81% Std and Wet. Elastic Recovery: 100%  Average Stiffness: 2824.3 cn/TEX.  Specific 
Gravity: 2.54 – 2.69. 75% tensile at 343°C/649°F.  Softens 732 – 877°C/1349°F-1610°F. Melts 1121-1182°C/2049°F-
2159°F.


