High Temperature, Heat, Flame, Fire, Molten Metal & Weld Splatter & Abrasion Protection Materials

Fax Orders: +44 (0) 1202 830 425  Telephone Orders: +44 (0) 1202 233 268

orders.abthermal@gmail.com

High Alumina Content Braided Ceramic Sleeve
2300°F / 1260°C: AluMax™ High Temperature & Heat Resistant Sleeve

e Soft and pliable.
e Asbestos free.

e Cuts easily to length with scissors.

e This is a braided sleeve and has a small amount of

expandibility.
e Highest temperature rated sleeve available.
e Fabricated from continuous filament fibers.

e Boron free.

2300°F / 1260°C continuous rating, high insulation value

AluMax™ High Temperature & Heat Resistant
Braided Alumina Sleeve - Premium

Part Number "::::1"/1?':'? Spo:: }.:anngth Price per Spool
S-ALUMINA-0.031-M00079 1/32” / 0.79 150/ 45 £ 1046.25
S-ALUMINA-0.078-M00198 5/64” |/ 1.98 150/ 45 £1113.75
S-ALUMINA-0.125-M00317 1/8” | 3.17 150/ 45 £ 1612.50
S-ALUMINA-0.250-M00635 1/4” | 6.35 150/ 45 £ 1852.50
S-ALUMINA-0.500-M0127 12" | 12.7 150 / 45 £ 3622.50
S-ALUMINA-0.750-M01905 3/4” | 19.05 150/ 45 £4908.75
S-ALUMINA-1.000-M02540 1" / 25.4 150 / 45 £ 6105.00

This product is made to order - please allow 10 to 12 business days for production

This Product is NOT Available By-The-Foot
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