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MIL-I-22444 Silicone Rubber Supported/Reinforced Self Fusing Limited Stretch 
Electrical Insulation Tape

500°F / 260°C:  FlameShield™  Meets MIL-I-22444 and ASNA 5107 Specifications
Self Binding Self-Fusing Tape - High Temperature, Heat & Flame Resistant

 "S25" tape is 25% limited elongation

 "S15" tape is 15% limited elongation

FlameShield™ MIL Spec High Temperature Silicone Self Fusing Compression/Stretch Tape

Meets MIL-I-22444  Type I

Part Number
Tape Width
Inches / mm

Thickness
inches / mm

Type / Profile
Single Roll

Price Per Roll

MIL-I-22444-S25-M013-08-XX-20 1/2  /  13 0.020  /  0.5 I / Rectangular £ 56.33

MIL-I-22444-S15-M013-08-XX-20 1/2  /  13 0.020  /  0.5 I / Rectangular £ 56.33

MIL-I-22444-68N-5970-14-464-7312-OR ¾  /  19 0.012  /  0.3 I / Rectangular £ 61.37

MIL-I-22444-69N-BK ¾  /  19 0.020  /  0.5 I / Rectangular £ 64.82

MIL-I-22444-78N-OR 1  /  25 0.020  /  0.5 I / Rectangular £ 67.29

MIL-I-22444-79N-BK 1  /  25 0.020  /  0.5 I / Rectangular £ 67.29

MIL-I-22444-S25-M025-16-XX-20 1  /  25 0.020  /  0.5 I / Rectangular £ 67.29

MIL-I-22444-S15-M025-16-XX-20 1  /  25 0.020  /  0.5 I / Rectangular £ 67.29

Please enquire for pricing on sizes other than those listed above.
This tape can be made in thicknesses from 0.010” to 0.080” and in various widths.  

 Standard roll length is 36 feet / 12 Yards / 10.9 Metres.
 For the XX value (colour code): OR = Oxide-Red, BK = Black. Clear & other colours available.
 Certificate of Conformity: Add £6.00 for individual roll CofC.  Lot/Batch CofC £25.00 per order line item.
 Test Report: Add £75.00 per order line item.

Amalgamating time:  At 120°C; 120 minutes / at 150°C; 35 minutes / at 200°C; 20 minutes / at 250°C; 15 minutes

Tested for short duration fluid resistance: Jet Fuel (JP5), Hydraulic Fluid (Skydrol 500B4), Mineral Oil (NATO 0142), Synthetic Oil (NATO 
0156), MIL-C-87836 & Foran 141B cleaning fluids, MIL-A-8243 cooling fluid.

These tapes are guaranteed to meet specification for 1 year from date of manufacture providing tapes are stored dry at 21°C +/- 3°C or 
70°F +/- 5°F.  Standard tapes have an interleaved liner of polyethylene.  Polyester liner available.


