
High Temperature, Heat, Flame, Fire, Molten Metal & Weld Splatter Protection Materials
Fax Orders: +44 (0) 1202 830 425      Telephone Orders: +44 (0) 1202 233 268      orders.abthermal@gmail.com

Page 2-78 abthermaltech.co.uk Product Catalog & Price List # 22  /  Feb 2019

Fiberglass Woven Gasket & Thermal Insulating Tape: Heat Treated –
Heat Cleaned
1200°F / 648°C: Very High Temperature & Heat Resistant Plain Tape

Manufactured of texturized 
fiberglass yarns, tape will 
withstand temperatures up to 
1200°F / 648°C in continuous 
service.

This tape offers superior 
insulating properties as well as 
low chloride content.

Heat Treated / Heat Cleaned 
tapes have very low smoke off 
when installed in high 
temperature applications, as the 
organics have been already 
mostly removed.  Heat treating 
also sets the tape dimensionally.

1200°F / 648°C continuous rating, high insulation value & excellent personnel protection

Very High Temperature & Heat Resistant
Fiberglass Woven Plain Tape: Heat Treated / Heat Cleaned

Part Number
Width

in / mm
Price per Roll

T-FG-WOVEN-HT-1.000-M025 1.0 25 £ 48.56

T-FG-WOVEN-HT-2.000-M051 2.0 51 £ 62.50

T-FG-WOVEN-HT-2.500-M064 2.5 64 £ 79.80

T-FG-WOVEN-HT-3.000-M076 3.0 76 £ 81.10

T-FG-WOVEN-HT-4.000-M102 4.0 102 £ 107.76

These are common ordered sizes: any of our tapes can be heat-treated/heat cleaned

 Tape thickness is .100”
 All tapes are 100 foot / 30 metre lengths.


