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Eaton Weatherhead® A6900W equivalent Silicone Elastomer Tape E
Meets MIL-1-46852 / A-A-59163 & Many Other Proprietary Specifications F—
Self Binding Self-Fusing Tape - High Temperature, Heat & Flame Resistant TECH

e Self-bonds / self fuses / self
amalgamating. No sticky residue or
adhesive when removed. Starts
fusing within minutes, fully bonded
within hours. Excellent cold
temperature performance. Makes
an excellent compression tape.

e Excellent for sealing ends of
firesleeve: prevents sleeve from
absorbing contamination and
wicking liquids. Excellent for
wrapping electrical & mechanical
connections and splices. Makes
clean and neat installations of
cables, wires and hoses. Makes an
instant separation bumper and
provides vibration dampening.
Secures insulation to hot air ducting.

¢ Meets Mil-1-46852 and AA59163
specifications. Certification
Available.

Eaton Weatherhead® A6900W Equivalent Silicone Rubber Self Fusing Insulating Tape
Part Number |T::f1::\;i$|: L i“";:‘/";gms Price Per Roll
T-SR-A6900W-OR 1/ 25 432 /12 £33.80
T-SR-A6900W-BK 11725 432 /12 £ 33.80

¢ OR = Oxide-Red, BK = Black

Weatherhead® is a registered trademark of Eaton Hydraulics
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