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Silicone Rubber Adhesive, Sealant, End-Seal Dip & Paint
High Temperature, Heat & Flame Resistant 

Adhesive / Sealant

    US-HTG-165    £ 32.67 / cartridge
 Easy to use 10.3 oz cartridge fits caulking guns.
 Available in larger pail and bucket sizes.
 Fills gaps, seals enclosures, forms gaskets.
 500°F / 260°C continuous rating.

    US-HT-903   £ 46.64 / cartridge (£221.86 1 gallon pail)
 Easy to use 10.3 oz cartridge fits caulking guns.
 Available in larger pail and bucket sizes.
 Highest Temperature Rating Silicone Adhesive / Sealant at 

300°C continuous rating.
 Great for Kiln and exhaust systems.

     US-SRB-201   £ 109.68 / cartridge
 Easy to use 10.3 oz cartridge fits caulking guns.
 Available in larger pail and bucket sizes.
 Cures in 60 seconds with hot air gun
 Specialty high temperature adhesive to bond silicone rubbers 

together – great for complex high temperature silicone rubber 
fabrics used in covers and protective blanket systems

End Seal Dip / Paint / Ink  (Shake well or stir before use)

    US-LD-1 End Seal Dip
 Easy to use 1/2 litre wide mouth jar.
 Available in larger jars & cans.
 Used to seal the ends of sleeve to prevent wicking of liquids 

and to prevent fraying. 500°F / 260°C continuous rating.
 Tack free in 40 minutes, cures at room temperature in 6

hours.  Odor free.  Non corrosive and meets Mil-A-46146 as 
per NAVAIR 01-1A-20.

 Add following codes to part number: –OR for oxide-red; -BLK 
for black; -WHT for white; -GRN for green; -BRN for brown; -
YEL for yellow; -BLU for Blue

 4oz packaged in a 2.25” ID wide mouth jar: £ 18.76
 1 pint (16oz) (approx 1 lb or 455g) £46.47.
 1 quart (32oz) (approx 2 lbs or 907g) £ 87.20
 1 gallon: £229.32 / 5 gallon: £988.40.

US-LP-1 Paint / Ink
 500°F / 260°C continuous rating.
 Tack free in 40 minutes, cures at room temperature in 6 hours.  Odor free.
 May be brushed or sprayed as a high-temperature protective coating.  Can be thinned with 

xylene or odourless mineral spirits to alter its viscosity.
 Add following codes to part number: –OR for oxide-red; -BLK for black; -WHT for white; -

GRN for green; -BRN for brown; -YEL for yellow; -BLU for Blue
 4oz packaged in a 2.25” ID wide mouth jar: £ 18.76
 1 pint (16oz) (approx 1 lb or 455g) £46.47.  1 quart (32oz) (approx 2 lbs or 907g) £ 87.20.  1 

gallon: £229.32 / 5 gallon: £988.40


